
TENSILE STRENGTH–ULTIMATE
TENSILE STRENGTH–YIELD

TENSILE MODULUS
FLEX MODULUS

FLEX YIELD STRENGTH
COMPRESSIVE STRENGTH

SHEAR STRENGTH

WEIGHT

CAPACITY

21,750PSI

23,055PSI

1,750 - 2,240KSI

1,600KSI

2,600KSI

30,450PSI

11,500PSI

[S-29] 30LBS

[S-56] 61LBS

[S-83] 91LBS

[SI-27] 29LBS

[SI-52] 56LBS

[SI-78] 84LBS

[RSD-2700] 39LBS

[RSD-5200] 85LBS

[RSD-7800] 122LBS

[S-29] 29 CU FT

[S-56] 56 CU FT

[S-83] 83 CU FT

[SI-27] 27 CU FT

[SI-52] 52 CU FT

[SI-78] 78 CU FT

[RSD-2700] 27 CU FT

[RSD-5200] 52 CU FT

[RSD-7800] 78 CU FT

6,090-1,450PSI

7,980-11,500PSI

696-1,2000PSI

550-1,100KSI

6,960-21,000PSI

7,980-12,000PSI

N/A

N/A
74LBS

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
45.9 CU FT

N/A
N/A
N/A
N/A
N/A
N/A
N/A

3,100-4,660PSI

1,890-4,350PSI

135-189PSI

69.6-230KSI

3,210-5,500PSI

N/A
N/A

N/A
[330] 87LBS

[V81] 105LBS

N/A
N/A
N/A
N/A
N/A
N/A

N/A
[330] 46.6 CU FT

[V81] 71 CU FT

N/A
N/A
N/A
N/A
N/A
N/A

3,100-4,660PSI

1,890-4,350PSI

135-189PSI

69.6-230KSI

3,210-5,500PSI

N/A
N/A

N/A
N/A
[STORM CHAMBER] 115LBS

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
[STORM CHAMBER] 75 CU FT

N/A
N/A
N/A
N/A
N/A
N/A

STORMTECH CULTEC HYDROLOGIC


